|NDUSTR|/\L Our Industrial Chairs
We have manufactured cleanroom & ESD m Standard Static Performance Test
< H/\| R chairs more than 20 years and are always
trying to improve our quality & functions to
cater to our precious customer.
COLLECTIONS urprecous et

Our cleanroom chairs are produced in an
environment where extra dust and dirt are
not deposited. Every process are strictly
controlled to meet customer demand and Seat to ground
fulfill cleanliness and ESD global standard.

Weight : 2kg

Also chairs produced at our factory are Weight : 2kg
packed in the cleanroom environment.
Thus it has controlled level of contamination +

and very easy to start using of our chairs
with minimum preparation and cleaning.

Back Frame to ground

Process of Production

EINGE
Every ESD Chair is Final cleaning is done For minimizing possibility All chairs are cleanly
strictly checked for at our cleanroom facility of contamination, & carefully packed by
conductivity before in our factory to secure particle are squeezed using clean controlled
ship out. high level of cleanliness. out before packing plastic bag.

Selectable Function for our products

Feature Function Cleanliness ESD
Cleanliness + ESD ISO-5 (Class100) 10%< Q < 10°
ESD Only No 10%< 0 < 10°
Cleanliness Only 1SO-5 (Class100) No

General Use No No




UCL-300 Series
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UCL-100 Series
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Caster & Glide Option

ESD PA Caster ESD Metal Caster

ESD Metal Glide ESD PA Glide

Selectable Leather

Non ESD PA Caster
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UCL-100 UCL-100 UCL-100 UCL-100 - UCL-150 UCL-150
(100 St) (160 SY) (200 SY) (260 St) ® (160 St) (200 St)
WS-100 Series
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ESD B-Type 10 < Q < 10

Blue

Black

General (N-Type)

Black Blue

Grey



